
•  Rust/Acid Rain Protection
•  Kesternich - 15 Cycles
•  Exceeds 1,000/hr. Salt Spray Resistance
•  ACQ Compatible

Hi-Hex washer 
head provides 
excellent driving 
stability

Sharp threads 
require less 
torque during 
installation

304 Stainless Steel 
bonded sealing 
washer will not rust 
or stain and creates 
a leak proof seal

Sharp Point for 
faster penetration

Hi-Low thread 
pattern creates 
greater pullout 
resistance for 
higher pullout 
values

Type ‘17’ 
eliminates wood 

spliting during 
installation

Hex flange washer 
head improves
appearance and 
increases washer life

Large diameter 
for replacement 
of stripped #12 
and 1/4 diameter 
fasteners

Attach metal to wood in roofing and siding applications with confidence, using Professional-Grade Pole Gripper screws

For Post Frame Metal to Wood Applications

 NEW ITEM!

Headmarked
for traceability

®

6608 Brittmoore Road, #100
Houston, TX 77041

713-462-8882 Ph • 713-462-8883 Fax
sales@fastmasterinc.com • www.fastmasterinc.com



*Carton weights are approximate and may vary.  Note: 5lb. boxes sold 6 per case. 1lb. boxes sold 20 per case.

Unslotted Indented Hi-Hex Washer Head w/Shoulder, Type S, Strong-Shield Coated
• High degree of corrosion resistance
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty
9-15 x 1 PG916 7M 46 PG916V 750 PG916I 150
9-15 x 1-1/2 PG924 4M 36 PG924V 500 PG924I 100
9-15 x 2 PG932 3M 33 PG932V 500 PG932I 100
9-15 x 2-1/2 PG940 1.5M 20 PG940V 375 PG940I 75
9-15 x 3 PG948 1.5M 24 PG948V 300 PG948I 60

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 

®

Unslotted Indented Hi-Hex Washer Head w/Shoulder and 304
Stainless Steel Bonded Washer, Type S, Strong-Shield Coated

• Bonded washer creates leak proof seal
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty
9-15 x 1 PGA916 4M 34 PGA916V 500 PGA916I 100
9-15 x 1-1/2 PGA924 2.5M 27 PGA924V 400 PGA924I 80
9-15 x 2 PGA932 2M 26 PGA932V 350 PGA932I 70
9-15 x 2-1/2 PGA940 1.5M 23 PGA940V 300 PGA940I 60
9-15 x 3 PGA948 1M 18 PGA948V 250 PGA948I 50

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 

®

Unslotted Indented Hi-Hex Washer Head w/Shoulder,
Hi-Low Thread, Type ‘17’, Strong-Shield Coated

• High degree of corrosion resistance
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty
10-14 x 1 PG1016 5M 30 PG1016V 700 PG1016I 150
10-14 x 1-1/2 PG1024 3M 25 PG1024V 500 PG1024I 100
10-14 x 2 PG1032 2.5M 26 PG1032V 500 PG1032I 100
10-14 x 2-1/2 PG1040 1.5M 20 PG1040V 375 PG1040I 75
10-14 x 3 PG1048 1M 15 PG1048V 325 PG1048I 50

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 

®

Unslotted Indented Hi-Hex Washer Head w/Shoulder and 304 Stainless 
Steel Bonded Washer, Hi-Low Thread, Type ‘17’, Strong-Shield Coated

• Bonded washer creates leak proof seal
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty
10-14 x 1 PGA1016 3M 25 PGA1016V 500 PGA1016I 100
10-14 x 1-1/2 PGA1024 2.5M 26 PGA1024V 400 PGA1024I 80
10-14 x 2 PGA1032 2M 24 PGA1032V 350 PGA1032I 70
10-14 x 2-1/2 PGA1040 1.5M 22 PGA1040V 300 PGA1040I 60
10-14 x 3 PGA1048 1M 17 PGA1048V 250 PGA1048I 50

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 

Unslotted Indented Hex Flange Washer Head w/Washer, Type AB, Strong-Shield Coated
• Integral washer creates leak proof seal
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* Head Size 5lb Part No 5lb Qty 1lb Part No 1lb Qty
17-14 x 1 PGA1716 2M 38 3/8” A.F. N/A N/A N/A N/A
17-14 x 1 PGA17165 2M 38 5/16” A.F. N/A N/A N/A N/A

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 

®

Unslotted Indented Hex Washer Head w/304 Stainless
Steel Bonded Washer, Type ‘17’, Strong-Shield Coated

• Bonded washer creates leak proof seal
• Exceeds 1,000/hr. salt spray resistance

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty
14-10 x 1 SA1416 2.5M 44 SA1416V 250 SA1416I 50
14-10 x 1-1/2 SA1424 2M 44 SA1424V 200 SA1424I 40
14-10 x 2 SA1432 1.5M 40 SA1432V 180 SA1432I 35
14-10 x 2-1/2 SA1440 1M 32 SA1440V 150 SA1440I 30
14-10 x 3 SA1448 1M 36 SA1448V 125 SA1448I 25

• ACQ Compatible
• Rust/Acid Rain Protection

Material Application
Attaches metal to wood. Used in 
roofing and siding applications. 
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Get the Point. Strong-Point.

 NEW ITEM!


