
Acoustical Eye Lag
Self-Drilling Acoustical Eye Lag

Attaches Metal
to Wood

Lengths
1” - 3”

Strong-Shield Coated

Attaches Metal
to Wood

Lengths
1” - 3”

Strong-Shield Coated

Attaches Metal
to Wood

Lengths
1” - 3”

Strong-Shield Coated

Attaches Metal
to Wood

Length
17 x 1”

Strong-Shield Coated

Hi-Hex Washer Head
w/Shoulder, Type S

Hi-Hex Washer Head
w/Shoulder, Hi-Low,

Type ‘17’

Hex Washer Head, Hi-
Low, Notched Threads,

Diamond Point

Flat Head, Hi-Low, 
Notched Threads,

Diamond Point

Hi-Hex Washer Head
w/Shoulder, Hi-Low,

Type ‘17’ w/Sealing Washer

Hex Flange Washer
Head w/Washer,

Type AB
Wafer Head w/Nibs

Self-Drilling
Wafer Head w/Nibs
Hi-Low, Sharp Point

Flat Head w/Nibs and 
Wings, Self-Drilling

Attaches Cement 
Board to Metal 
Studs

Lengths
1-1/4” - 2-1/4”

Ruspert Coated

Attaches Cement 
Board to Wood 
Studs

Lengths
1-1/4” - 2-1/4”

Ruspert Coated

Attaches Fiber 
Board to Metal 
Studs

Lengths
1-1/4” - 2-1/4”

Ruspert Coated

Attaches Drop 
Ceiling Tie Wires 
to Steel

Lengths
2” - 3-1/4”

Zinc Plated

Attaches Drop 
Ceiling Tie Wires 
to Wood

Lengths
3” - 5”

Plain

®

Flat Head w/Nibs
Particle Board Screw

Type ‘17’

Hex Washer Hi-Hex
Head, Fine Thread,

Razor Point

Attaches Wood
to Wood

Lengths
1-5/8” - 3-1/2”

WAR Coated

Attaches Wood
to Wood

Lengths
1” - 3”

Black Oxide

Attaches Sheet 
Metal to Sheet 
Metal

Lengths
3/8” - 3”

Zinc Plated

Attaches Sheet 
Metal to Sheet 
Metal

Length
10 x 3/4”

Zinc Plated

Bugle Head
Coarse Thread

Type ‘17’
Flat Head Particle 

Board Screw
Hex Washer Head

Pierce Point

Attaches Gypsum 
Board to Light
Gauge Steel

Lengths
3/4” - 6”

Phosphate Coated

Attaches Wood 
Trim to Drywall
or Studs

Lengths
1” - 3”

Phosphate Coated

Attaches Panel 
Clips to Wood

Lengths
1” - 1-1/2”

Zinc Plated, 305 
Stainless Steel or 
Strong-Shield 
Coated

Attaches 20 
Gauge Metal 
Track to 20 Gauge 
Metal Studs

Length
7/16”

Phosphate Coated

Bugle Head
Fine Thread

Bugle Head
Hi-Low Thread

Trim Head
Sharp Point

Pan Head
Framing Screw

Bugle Head
Coarse Thread Pancake Head

Attaches Wire Lath 
to Wood or Light 
Gauge Metal

Lengths
1/2” - 3”

Zinc Plated or 
Black Oxide

Modified Truss
(R/W) Head

Attaches Wire Lath 
to Metal Studs

Lengths
1/2” - 3”

Zinc Plated, Black 
Oxide or 410
Stainless Steel

Attaches Wood
to Metal

Lengths
1-5/8” - 3”

Zinc Plated or
Phosphate Coated

Modified Truss
(R/W) Head

Trim Head

Hex Washer Head

Attaches Metal
to Metal

Lengths
3/8” - 6”

Zinc Plated, 410 
Stainless Steel or 
Strong-Shield 
Coated

Flat Head
#6 Oval Head Sems
w/Finishing Washer

Attaches Metal
to Metal

Lengths
1-1/4” - 3”

Zinc Plated, 410 
Stainless Steel or 
Strong-Shield 
Coated

Pan Head

Attaches Metal
to Metal

Lengths
3/8” - 3”

Zinc Plated or
410 Stainless 
Steel

Attaches Metal
to Metal

Lengths
1/2” - 3”

Zinc Plated or
410 Stainless 
Steel

Oval Head Wafer Head

Attaches Plywood 
to Metal

Lengths
3/4” - 2”

Zinc Plated

Attaches Carpet 
or Vinyl to Metal

Lengths
3/4” - 1-1/4”

Zinc Plated

Attaches Metal
to Metal

Lengths
3/4” - 1-1/2”

Zinc Plated

Wafer Head 
w/Wings

Attaches Plywood 
to Metal

Length
1-7/16”

Zinc Plated or
WAR Coated

Attaches Gypsum 
Board to Wood or 
Metal Studs

Lengths
1” - 3”

Phosphate Coated

Attaches Gypsum 
Board to Wood Studs

Lengths
3/4” - 6”

Phosphate Coated, Zinc 
Yellow, WAR Coated, 
Dacrotized® or 305 
Stainless Steel

Attaches Trim or 
Rails to Fences

Lengths
1-5/8” - 3”

305 Stainless 
Steel

Trim Head
Type ‘17’

Attaches Wood
to Wood

Lengths
3/4” - 3”

Zinc Plated

Wood Screw for 
Interior Applications

Lengths
3/4” - 3”

Plain & Lubed

Attaches Metal
to Wood

Lengths
1” - 3”

Strong-Shield Coated

Hi-Hex Washer Head
w/Shoulder, Type S,
w/Sealing Washer

Wafer Head w/Nibs
Hi-Low, Spoon Point

Attaches Cement 
Board to Wood or 
Light Gauge Metal 
Studs

Lengths
1-1/4” - 1-5/8”

Ruspert Coated

Attaches Wood or 
Metal to Concrete, 
Cement Block or 
Masonry

Lengths
1-1/4” - 4”

Blue Ceramic Coating

Attaches Wood or 
Metal to Concrete, 
Cement Block or 
Masonry

Lengths
1-1/4” - 4”

Blue Ceramic Coating

®

Corrosion Protection - ACQ Compatible

®

Corrosion Protection - ACQ Compatible

Attaches Wood
to Wood

Lengths
1-1/4” - 4”

305 Stainless Steel, 
WAR Coated or Zinc 
Yellow

Flat Head w/Nibs
Coarse Thread

Type ‘17’

Flat Head w/Nibs
Particle Board Screw

Type ‘17’

Flat Head
Reamer w/Wings

Attaches Wood
to Metal

Lengths
1-5/8” - 4-3/4”

Zinc Plated or 
WAR Coated

Bugle Head

Attaches Gypsum, 
Insulation or Wood
to Metal

Lengths
1” - 5”

Zinc Plated, Phosphate 
Coated or Ruspert 
Coated

Attaches Wood
to Wood

Lengths
1-1/4” - 1-1/2”

Black Oxide

Attaches Wood
to Wood

Lengths
1-1/4” - 1-1/2”

Black Oxide

Pan Head Face 
Framing, Coarse
Thread, Type ‘17’

Wood Screw for 
Interior Applications

Lengths
1/2” - 3/4”

Antique Brass,
Bright Brass, Zinc 
Plated or Plain & 
Lubed

Flat Head
Particle Board
“Hinge Screw”

Pan Head Face
Framing, Type ‘17’

Attaches Wood
to Wood

Lengths
1” - 3”

Zinc Plated

Round Washer 
Head, Type ‘17’

Hex Washer Head
Pierce Point

w/Sealing Washer

Attaches Sheet 
Metal to Sheet 
Metal

Lengths
1/2” - 2”

Zinc Plated

Attaches Wood or 
Light Gauge Metal 
to Wood

Lengths
3/4” - 1-5/8”

305 Stainless
Steel

Flat Head
Pilot Point

Attaches Wood
to Metal

Length
10 x 2-1/2”

WAR Coated

Attaches Metal
to Metal

Lengths
1-1/4” - 3”

Zinc Plated, 410 
Stainless Steel or 
Strong-Shield 
Coated

Modified Truss
(R/W) Head, Type ‘17’

®

®

Hex Washer Head
w/Sealing Washer

Attaches Metal
to Metal

Lengths
1/2” - 6”

Zinc Plated, 410 
Stainless Steel 
or Strong-Shield 
Coated

Attaches Panel 
Clips to Metal Studs

Lengths
5/8” - 1-1/2”

Zinc Plated, 410 
Stainless Steel or 
Strong-Shield 
Coated

Pancake Head

Attaches Wood
to Metal

Lengths
2-1/2” - 3-1/4”

410 Stainless 
Steel

TM

Attaches Metal
Track to Metal
Studs

Length
7/16”

Zinc Plated or 
Phosphate
Coated

Pan Head
Framing Screw
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